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Standard Features

■ Multi-finned cylinders for cooler
operating temperatures resulting in
long life and consistent performance

■ Two compression rings and one 
oil control ring to ensure low oil 
carry-over and provide efficient air 
delivery

■ Large-diameter finned tubing with 
the greatest cooling effect between 
stages for maximum compressor 
efficiency

■ Pressure relief valves located 
in inter-stage intercooler and 
discharge line for safe compressor 
operation

■

■ Removable manifolds for easy 
serviceability

■ Balanced rugged ductile iron 
crankshaft with large diameter 
throws for minimum bearing loads 
and counterweights to minimize 
vibration

■ Rugged cast iron oil reservoir with 
convenient sight glass gauge, 
corner oil fill boss and large oil drain 
for user-friendly serviceability

■ A pressure switch allows the 
compressor to start unloaded every 
time—ensuring the lowest amount 
of starting torque is required by the 
electric motor
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Evolution tested to CAGI adopted ISO 2151 certified standards

Sound Testing

With a commitment to 
research and development, 
Champion provides our 
customers with products 
which uphold our tradition 
of quality and proven results. 
As part of the new product 
development process, 
the Evolution has passed 
extensive design reviews 
as well as performance, 
endurance and sound  
testing requirements.

BASE MOUNTED UNITS

MOTOR
HP 

STOCKABLE 
VARIANT 
CABQEA

PUMP  
COMP

MODEL

DIMENSIONS 
L × W × H 

IN.

APPROX.
SHIP

WT. LBS.

SOUND  
LEVEL 
(DBA)

175 PSI RATING*

RPM CFM
DISPL.

CFM
DEL'Y

5 BER5 RP15B 40.5 × 31.5 × 31 505 67 734 21.3 16.8

7.5 BER7F RP15B 40.5 × 31.5 × 31 534 68 990 28.7 22.4

10 BER10 RP30D 50.5 × 32.5 × 27 950 66 740 43.1 34.1

15 BER15F RP30D 50.5 × 32.5 × 27 1035 70 1045 60.9 46.6

HORIZONTAL TANK MOUNTED UNITS

MOTOR
HP 

TANK
CAP
GAL.

STOCKABLE 
VARIANT 
CASQEA

PUMP
COMP

MODEL

DIMENSIONS 
L × W × H 

IN.

APPROX.
SHIP

WT. LBS.

SOUND  
LEVEL 
(DBA)

175 PSI RATING* 

RPM CFM
DISPL.

CFM
DEL'Y

5 80 HER5-8 RP15B 67 × 31.5 × 53.5 733 67 734 21.3 16.8

7.5 80 HER7F-8 RP15B 67 × 31.5 × 53.5 762 68 990 28.7 22.4

10 120 HER10-12 RP30D 73 × 32 × 70 1220 66 740 43.1 34.1

15 120 HER15F-12 RP30D 73 × 32 × 70 1035 70 1045 60.9 46.6

*Units tested in accordance with CAGI/PNEUROP Acceptance Test Code PN2CPTC2.
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