
FOOD GRADE LUBRICANT 

AEON 9000FG

AEON® 9000FG Advantages

 ■ AEON 9000FG is a PAO (polyalphaolefin) and 
food grade ester synthetic blend that has been 
tested and field-proven to provide optimum 
operating and service-life results

 ■ Superior thermal and oxidative stability enables 
the AEON 9000FG lubricants to operate over 
a wide range of temperatures without coking, 
deposit formation, or corrosion

 ■ Extended service life of 8,000 hours, reduces 
downtime and disposal costs

 ■ Free Oil Analysis Program

 ■ AEON 9000FG lubricants have low volatility, 
exceptional rust and corrosion protection, and 
compatibility with mineral oils

 ■ Non-toxic and suitable for use in food processing 
facilities where NSFH1 certified products are 
required

 ■ High flash point improves your safety margin

SELECTED PHYSICAL PROPERTIES

PROPERTY ASTM TEST 
METHOD ISO 46 ISO 68

Viscosity D445

at 40 °C 46.88 68.18

at 100 °C 7.71 10.56

Pour Point, °C D97 -51 -42

Flash Point, °C D92 262 288

Demulsibility D1401 42-38-0 (15 min.) 40-38-2 (15 min.)

Color Yellow Yellow

CONVENIENT PACKAGE SIZES

ISO PACKAGE SIZE PART NUMBER

46 5 Gallon 28H428

46 55 Gallon 28H427

46 1 Gallon (Box of 6) 28H430

46 1 Gallon 28H429

68 5 Gallon 28H423

68 55 Gallon 28H422

68 1 Gallon (Box of 6) 28H425

68 1 Gallon 28H424


