
CFX 75 P
1" x 1" End Suction Centrifugal Pump

Model CFX 75 P is a high performance polyphenylene sulfide (PPS)
centrifugal pump. The pump is ideal for marine, agricultural, commercial or
industrial transfer applications of compatible fluids.

The CFX 75 P model features a polyphenylene sulfide pump with a 316
stainless steel impeller for superior corrosion resistance. A
carbon/ceramic/Viton bellows shaft seal is standard. Ports are 1? hose
connections. Marine ignition protected motors available. Pump can be rotated
in 90° increments.

SPECIFICATIONS:

Impeller 316 Stainless steel, Semi-Open (Sintered
PM)

Motor 115VAC, ODP and TENV, 230VAC TENV,
12VDC, 24VDC

Seal Special seals upon request, Standard
carbon/ceramic/Viton Bellows 150 PSI

Cover Polyphenylene Sulfide

O Ring Viton, EPDM

Port Sizes 1" Hose Connections

Housing Polyphenylene Sulfide

Temperature To 220 F (104 C)

Weights Pump W/AC Motor 13 lbs., Pump W/DC
Motor 7.5 lbs.

Head Feet Up to 30'

  

Application

 • Agricultural
 • Commercial
 • Industrial
 • Marine
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