
BIG-LOCK TECHNICAL SPECIFICATIONS

Max Working Pressure 220 PSI  (15 BAR)

Max Working Temperature -4° F to 176° F  (100% Duty)

Tubing Material Aluminum, ASTM 6061-T4  (Marine Grade)

Tubing Weight

70 mm 0.86 lbs./ft

90 mm 1.04 lbs./ft

115 mm 1.15 lbs./ft

168 mm 3.12 lbs./ft 

220 mm 4.95 lbs./ft

Standard Seals (-4° F to 176° F) Nitrile Rubber

High Temperature Seals (-4° F to 300° F) Fluoroelastomer

Fittings Aluminum, B-26, 356-T6

Couplings Ductile Iron, Galvanized, Grade 65-45-12

Standards & Approvals

ASME B31.1 Power Piping
ASTM F-1476

BOCA
CSA B-242

SBCCI

BIG-LOCK SYSTEM FLOW RATES
CU FT/MIN

70 MM 90 MM 115 MM 168 MM 220 MM

100 PSI 948 1955 3844 10078 20944

125 PSI 1064 2162 4205 11194 23169

150 PSI 1169 2364 4591 12153 25279

220 PSI 1417 2937 5568 14740 30418

Above flow rates are based on straight line flow allowing for a 1 psi pressure drop per 100 ft over pipe and couplings.  
For loop systems, flow rates are doubled, i.e. 90 mm tubing at 100 psi flows 3910 cfm

Lifetime Warranty

Gardner Denver is proud to provide our Lifetime Warranty Program 
covering all pipe and fittings for the Quick-Lock and Big-Lock compressed 
air product lines. This warranty is possible due to the long history of 
producing high quality products, continuing our tradition of excellence and 
customer satisfaction.

We are 100% committed to supplying the finest products available to our 
customers and always doing our best to exceed their expectations. This 
Lifetime Warranty is a testament to that commitment!
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