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Did you know not all lubricants  
are created equal? 
Even lubricants of the same base stock perform 
differently, depending upon the additives used. This 
becomes especially important when trying to separate 
lubricant from condensed water in a compressed air 
system.

That is why Gardner Denver has custom engineered our 
lubricants to give you maximum performance. AEON® 
lubricants provide extra value in dollars you can see.

Our AEON lubricants have superior demulsibility 
which enhances the overall system performance 

from the compressor’s operation to 
the condensate disposal. Many 

competitive lubricants take longer 
to separate, thus requiring 
larger oil/water separators 
at higher costs. Using the 

Eliminator II with AEON 
lubricants saves you big 
money up front and over 
the life of the system.

Let us show you how we can provide more value for less!

MODEl
Max CFM Capacity

90° F & 90% RH 70° F & 70% RH

CTS15 150 357

CTS30 300 714

CTS60 600 1428

CTS120 1200 2856

CTS180 1800 4284

CTS240 2400 5712

Ratings based on rotary screw air compressor operating on AEON 
9000SP. Ratings may be increased by 25% if a refrigerated air dryer 
is not used. Please consult your Gardner Denver distributor for 
proper sizing when using other types of lubricants or compressors. 
Eliminator II is not recommended for use with emulsifying lubricant 
such as Polyglycol, ATF, or Motor Oil lubricants with heavy additive 
packages.




