
5-Year Heater Warranty
2-Year Package Warranty
to Match the Reliability

We don’t just say that the GEHD 
is a quality machine, we back up 
the claim with a fi ve-year heater 
warranty and a two-year standard 
warranty. Unlike competitive 
warranties that only cover certain 
components or pro-rate the 
warranty coverage as the dryer 
ages, this warranty covers the 
entire dryer for the entire two 
years. There is no registration 
process and no ongoing 
maintenance requirements to 
ensure warranty coverage. 

See warranty statement for details.

Design Simplicity Means 
Total Performance

Simple Reliability

The GEHD design has a long history of performing above 
and beyond expectations. If you put a GEHD unit into your 
compressed air system, you will experience the reliability that 
thousands of customers have experienced prior to you. It doesn’t 
get any simpler than that.

American Made

Every GEHD unit is American Made in southeast Michigan. 
In addition to guaranteeing a quality product, this location 
ensures a quick turnaround for any non-stocked dryer orders. 
The GEHD is also supported out of American locations. 
Therefore, wherever you are located in North America, 
you will have superior availability for maintenance and 
replacement items.
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GEHD SPECIFICATIONS

MODEL
FLOW 

SCFM @ 100 
PSIG

MAXIMUM 
PRESSURE 

PSIG
AVAILABLE 
VOLTAGES

IN/OUT 
CONNECTIONS 

NPT 
PURGE 

RATE SCFM

DIMENSIONS 
INCHES WEIGHT 

LBS

REPLACEMENT 
DESICCANT

LBSHEIGHT WIDTH DEPTH

GEHD100 100 150 120/1/60
230/1/60
230/3/60
460/3/60

1” 7 69 49 23 834 140

GEHD125 125 150 1” 8.8 69 49 23 859 175

GEHD175 175 150 

230/3/60 
460/3/60

1 1/2” 12.2 73 52 25 974 245

GEHD250 250 150 1 1/2” 17.5 73 52 26 1349 350

GEHD350 350 150 1 1/2” 24.5 77 60 27 1485 490

GEHD500 500 150 2” 35 85 68 29 1850 700

GEHD650 650 150 2” 45.5 86 77 33 2050 910

GEHD800 800 150 3” 56 88 80 39 2690 1120

GEHD1000 1000 150 3” 70 90 82 40 2962 1400

GEHD1250 1250 150 3” 87.5 97 90 41 3750 1750

GEHD1400 1400 150 3” 98 100 95 41 4060 1960

GEHD1600 1600 150 4” Flange 112 105 95 50 4910 2240

GEHD1800 1800 150 4” Flange 126 105 98 52 5460 2530

GEHD2000 2000 150 4” Flange 140 108 100 52 6060 2800

GEHD2250 2250 150 4” Flange 157 110 105 57 6510 3150

GEHD2500 2500 150 6” Flange 175 115 105 58 8100 3500

GEHD2750 2750 150 6” Flange 192 125 108 60 8880 3850

GEHD3000 3000 150 6” Flange 210 125 110 60 9290 4200

GEHD3500 3500 150 6” Flange 245 132 112 65 10460 4900

GEHD4000 4000 150 6” Flange 280 132 115 65 11245 5600

Capacity = SCFM @ 100°F inlet, 100°F ambient and 100 PSIG. Purge rates reflect 100% loaded systems and/or systems with Dewpoint Demand Control.
Dimensions and specifications are subject to change without notice. 

NON-STANDARD CONDITION CAPACITY CORRECTION

INLET TEMPERATURE °F 90 100 110 120

AMBIENT TEMPERATURE °F 90 100 110 90 100 110 90 100 110 90 100 110
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70 psig 1.00 0.92 0.84 0.8 0.73 0.67 0.66 0.6 0.55 0.5 0.45 0.41

80 psig 1.12 1.03 0.94 0.9 0.82 0.75 0.73 0.67 0.61 0.55 0.51 0.46

90 psig 1.24 1.14 1.04 0.99 0.91 0.83 0.81 0.75 0.68 0.61 0.56 0.51

100 psig 1.36 1.25 1.13 1.09 1.00 0.91 0.89 0.82 0.74 0.67 0.62 0.56

110 psig 1.48 1.36 1.23 1.18 1.08 0.99 0.97 0.89 0.81 0.73 0.67 0.61

120 psig 1.6 1.46 1.33 1.28 1.17 1.06 1.04 0.96 0.87 0.79 0.72 0.66

130 psig 1.72 1.57 1.43 1.37 1.26 1.14 1.12 1.03 0.94 0.85 0.78 0.71

140 psig 1.83 1.68 1.53 1.47 1.35 1.22 1.2 1.10 1.00 0.91 0.83 0.76

150 psig 1.95 1.79 1.63 1.56 1.43 1.3 1.28 1.17 1.07 0.97 0.89 0.81

To obtain flow capacities at conditions other that standard (SCFM @ 100 PSIG, 100°F Inlet & 100°F Ambient), locate the multiplier at the interception of actual operating 
conditions. Multiply the rated capacity of the selected dryer by the selected multiplier. The result is the corrected flow capacity of that dryer under corrected conditions. 
Flow rates in excess of design due to capacity correction can result in increased pressure drop.
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