
FMX 75
3/4" x 3/4" Self Priming Centrifugal Pump

Model FMX 75 is a high performance self-priming 316 stainless steel
centrifugal pump. The pump is ideal for marine, industrial, agricultural or
commercial applications where suction lift is required.

The FMX 75 model features all 316 stainless steel components for superior
corrosion resistance when pumping chemical compounds. A carbon / ceramic
/ Viton bellows shaft seal is standard. Ports are 3/4” NPT with a 1/8” NPT fill
port. The FMX 75 model is capable of 12 foot suction lift (3450 rpm). Marine
ignition protected motors (ISO 8846) available.

ABS Type Approval for the FMX 75 - Download PDF

SPECIFICATIONS:

Suction And Discharge 3/4" NPT x 3/4" NPT

Materials Of Construction 316 stainless steel

Flow Up to 21 GPM

Head Feet Up to 23'

Impeller 316 stainless steel semi-open

Motor ISO 8846 motor available

Drive Options Close coupled 115V AC, Close coupled
12V DC, Close coupled 230V AC, Close
coupled 24V DC

Seal Special seals upon request, Standard
carbon / ceramic / Viton

Patent US PATENT # 8,202,046 B2

  

Application

 • Agricultural
 • Commercial
 • Industrial
 • Marine
 • OEM
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